
                Conductor
Electrical Characteristics:

Frequency Return loss Attenuation NEXT             ACR
                       Insulation (MHz)                 (dB) (dB/100m)                   (dB              (dB)

0.772 19.4 1.8 67.0 65.0
  Jacket 1 20.0 2.0 65.3 63.0

4 23.0 4.1 56.3 52.0
8 24.5 5.8 51.8 46.0

10 25.0 6.5 50.3 44.0
Rip cord 16 25.0 8.2 47.3 39.0

20 25.0 9.3 45.8 37.0
25 24.3 10.4 44.3 34.0

31.25 23.6 11.7 42.9 31.0
E#, 4PR 24AWG UTP 75℃ (UL) CMP - ETL CAT5E enhanced 350 MHz 62.5 21.5 17.0 38.4 21.0

0.313.530.221.02001gnikram teeF- .xBS442PMCE5 .cnI ,selbaC ytidommoC 2.B865 AIE/AIT

350 16.3 43.0 32.1 10.4
Rated Temperature(℃ cneuqerF57) y PSNEXT ELFEXT PSELFEXT           Delay

)m001/sn(       )m001/Bd()m001/Bd()Bd(                )zHM(LUgnitaR tcudorP
0.5750.360.660.46277.0PMCtseT ytilibammalF

Application 1 62.3 63.8 60.8 570.0
0.2557.847.153.354NAL ni gniriW )resiR(lacitreV ro latnoziroH

Reference Standard 8 48.8 45.7 42.7 546.7
4.5458.048.343.740110811CEI/OSI & 865AIT/AIE ,019 tcejbus LU

16 44.3 39.7 36.7 543.0
Conductor Solid Bare Copper 20 42.8 37.7 34.7 542.0
A 2.1458.238.533.145242GW

4.0459.039.339.9352.13525.0)mm(.aiD rotcudnoC
Insulation FEP 62.5 35.4 27.8 24.8 538.6
A 6.7358.028.323.2300191.0)mm(ssenkcihT egarev

6.5350.310.611.0305371.0)mm(ssenkcihT tnioP.niM
51±001)smho(ecnadepmi HM0.001-0.119.0)mm20.0±(.aiD noitalusnI

Twisting Lay Length(mm) 54=<)m001/sn(wekS yaleD HM0.001-0.1htaenrednu03
Cabling Lay Length(±20mm) 140 Pair-to-Ground Capacitance Unbalance(Pf/100m) <=330
Jacket Low Smoke Max. Conductor DC Resistance 20℃ (ohms/km) 93.8
A 5=<)%(ecnalabnU ecnatsiseR5.0)mm(ssenkcihT egarev

34.0)mm(ssenkcihT tnioP.niM
0.5)mm2.0±(.aiD retuO Mechanical Characteristics:
seuqer rePdroC piR t Test Object Jacket

ekomS woLlairetaM tseT
8.31=>)apM(htgnertS elisneT    erofeB

Insulation colors are: A 001=>)%( noitagnolE      gnig
Blue, White/Blue Aging Condition(℃ 042x001)srhx
Orange, White/Orange A deganu fo %58=>)apM( htgnetS elisneT      retf
Green, White/Green A deganu fo %05=>)%( noitagnolE      retf

2±02-(dneB dloCnworB/etihW ,nworB ℃ carc oN)srh4x k

Standard
Special

*All values in this specification are nominal and are subjective to tolerances of +/- 10 to 15%.

Weight:  24 lbs.

4PAIR 24AWG CAT.5E 350MHz. CMP UTP CABLE
Cross Section Part No.: 5ECMP244xx

Performance

Marking

Description

Construction

Color

Pull Box

Standard Packaging

Per customer request
Blue, White, Yellow, & Green

Spool in
Box Pull 

Box
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