
                 Conductor

Electrical Characteristics:
                        Insulation Frequency Return loss Attenuation NEXT             ACR

(MHz)                 (dB) (dB/100m)                   (dB)              (dB)
  Jacket 0.772 19.4 1.8 67.0 65.0

1 20.0 2.0 65.3 63.0
4 23.0 4.1 56.3 52.0
8 24.5 5.8 51.8 46.0

Rip cord 10 25.0 6.5 50.3 44.0
16 25.0 8.2 47.3 39.0
20 25.0 9.3 45.8 37.0
25 24.3 10.4 44.3 34.0

E#, 4PR 24AWG UTP 75℃ (UL) CMR - ETL CAT5E Enhanced 350 MHz 31.25 23.6 11.7 42.9 31.0
 -Meter marking(Feet marking)  Commodity Cables 62.5 21.5 17.0 38.4 21.0

100 20.1 22.0 35.3 13.0
Rated Temperature(℃ 4.011.230.343.6105357)

LUgnitaR tcudorP
Flammability Test CMR Frequency PSNEXT ELFEXT PSELFEXT           Delay

003 gnitaR egatloV V (MHz)                 (dB) (dB/100m) (dB/100m)        (ns/100m)
Application 0.772 64.0 66.0 63.0 575.0

0.0758.068.363.261NAL ni gniriW )resiR(lacitreV ro latnoziroH
Reference Standard 4 53.3 51.7 48.7 552.0

7.6457.247.548.84810811CEI/OSI & 865AIT/AIE ,857&444 tcejbus LU
10 47.3 43.8 40.8 545.4

Conductor Solid Bare Copper 16 44.3 39.7 36.7 543.0
A 0.2457.437.738.240242GW

2.1458.238.533.1452525.0)mm(.aiD rotcudnoC
Insulation HDPE 31.25 39.9 33.9 30.9 540.4
Average Thickness(mm) 0.19 62.5 35.4 27.8 24.8 538.6
Min.Point Thickness(mm) 0.17 100 32.3 23.8 20.8 537.6

6.5350.310.611.0305319.0)mm20.0±(.aiD noitalusnI
Twisting Lay Length(mm) 30underneath
Cabling Lay Length(±20mm) 140
Jacket PVC / RISER 1.0-100.0MH impedance(ohms) 100±15
Average Thickness(mm) 0.5 1.0-100.0MH Delay Skew(ns/100m) <=45
Min.Point Thickness(mm) 0.43 Pair-to-Ground Capacitance Unbalance(Pf/100m) <=330

2 ecnatsiseR CD rotcudnoC .xaM0.5)mm2.0±(.aiD retuO 0℃ 8.39)mk/smho( 
seuqer rePdroC piR t 5=<)%(ecnalabnU ecnatsiseR

 lacinahceM:era sroloc noitalusnI Characteristics:
Blue, White/Blue tekcaJtcejbO tseT

CVPlairetaM tseTegnarO/etihW ,egnarO
apM(htgnertS elisneT    erofeBneerG/etihW ,neerG ) >=13.8

Brown, White/Brown A 001=>)%( noitagnolE      gnig

Aging Condition(℃ 042x001)srhx
wolleY & ,deR ,egnarO ,neerG ,yarG ,etihW ,eulBdradnatS After      Tensile Stength (Mpa) >=85% of unaged

deganu fo %05=>)%( noitagnolE      retfAlaicepS
Cold Bend(-20±2℃ kcarc oN)srh4x

Spool in a Box
Weight: 20 lbs.

*All values in this specification are nominal and are subjective to tolerances of +/- 10 to 15%.

Pull Box
Weight: 20 lbs.

Description

Construction

Part No.: 5ECMR244xx
4PAIR 24AWG CAT.5E 350MHz. RISER RATED UTP CABLE

Per customer request 
Standard Packaging

Color

Performance

Cross Section

Marking

Pull 

Box
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