
CONTROL - PLENUM

18 / 2 Unsh ielded, CL3P

Jacket colors: White

To � nd out more, please contact us at:
Commodity Cables, Inc.
4180 Capital View Drive
Suwanee, GA 30024
1-866-945-5051
ww.commoditycables.com

Cross Section Part No. CCCL3P182NSRW

Marking

Description

Construction

Standard Packaging

Color (s)

COMMODITYCABLES —SECURITYCONTROL
CABLE —18AWGx2C —75�CTYPECL3P/CMP —
(UL), c(UL), (MM/YY), XXXX FT

1000’ Wooden Reel

This wire is rated for in -wall installations and
will meet building codes in most areas.
Smooth jacket allows for easypulling.

Conductor:
Strands:
AWG:
Conductor Dia. (mm):
ThicknessInsulation (mm):
ThicknessJacket (mm):
Outer Diameter (mm):
Insulation:
Jacket:

Solid Bare Copper
7

18
0.386
0.228
0.381
4.342

Fire Retardant PVC
Fire Retardant PVC

Quality Products, Fast Delivery and the Highest Standards of Service!

Cable & Connectivity Products for
Commercial & Residential Installations

Application

� � Power Limited Control System
� � Intercom System
� � Security System
� � Audio System

Standard

NEC -275

Electrical Performance
Voltage Rating (V): 300V

Temperature Rating (C): 75�

Conductor

Insulation

Outer Jacket


