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To �nd out more, please contact us at:
Commodity Cables, Inc.
4180 Capital View Drive
Suwanee, GA 30024
1-866 -945 -5051
ww.commoditycables.com

Cross Section Part No. FAFPLP142NSRR

Marking

Description

Construction

Standard Packaging

Color (s)

COMMODITY CABLES �FIRE ALARM CABLE �
14AWGx2C �75�C TYPE FPLP �(UL), c(UL), (MM/
YY), XXXX FT

1000’ Wooden Reel

This wire is rated for in -wall installations and
will meet building codes in most areas.
Smooth jacket allows for easy pulling.

Conductor:
Strands:
AWG:
Conductor Dia. (mm):
Thickness Insulation (mm):
Thickness Jacket (mm):
Outer Diameter (mm):
Insulation:
Jacket:

Solid Bare Copper
1

14
1.63

0.279
0.381
5.140

Fire Retardant PVC
Fire Retardant PVC

Quality Products, Fast Delivery and the Highest Standards of Service!

Cable & Connectivity Products for
Commercial & Residential Installations

Application

� � Fire and Burglar Alarm
� � Smoke and Heat Detection Devices
� � Voice Associated Systems
� � Dedicated Fire Protective Systems

Standard

NEC -760

Electrical Performance
Voltage Rating (V): 300V
Temperature Rating (C): 75 �

Conductor

Insulation

Outer Jacket


